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Scope
Supply and Install pre-fabricated complete compartments / enclosures including doors, panels, hardware and trims

Compliance
Comply with all current Building Codes and National Codes of Compliance

Manufacturer
Rynat Industries Australia. Contact 1300 558 518

Model
R-CHANGE Rynat Changeroom Cubicle Partitioning System

Materials
Partitioning Type: Change Cubicles
Door Material: 18mm MR MDF with 2mm ABS edging 
Panel Material: 18mm MR MDF with 2mm ABS edging 
Hardware Type: Omega Style - Round Red and Green Indicator, Turnbolt, Staple and Bumper
Coat Hooks Rubber Tipped – One coat hook per cubicle

Dimensions
Overall Height: 2000mm
Overall Depth: 1200mm – 1800mm (refer to drawings)
Frontal Panels: 2000mm high mounted in aluminium floor channel
End Nib Panels: 2000mm high mounted in aluminium floor channel
Division Panels: 1840mm high including 170mm floor clearance
End Division Panels: 2000mm high mounted in aluminium floor channel

Doors
Standard Doors: 1840mm high x 600mm wide including 170mm floor clearance
Accessible Doors: 1840mm high x 850mm wide

Wall Channel: All panels are secured to the adjacent walls/division panels with Aluminium U Channel
Overhead Rail: Continuous aluminium headrail complete with aluminium snap in door inserts
Colours: Refer to Finishes Schedule
Fixings: 304 Grade Stainless Steel
Shop Drawings: Provide detailed Shop Drawings for the Superintendent’s approval prior to manufacture
Installation: Must comply with manufacturer’s written instructions

Warranty 7 Years
Installation: Lifetime Guarantee (subject to Rynat’s approved installer)  
Hardware:  2 year Manufacturers Warranty
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